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SUMMARY

The primary objective of this study was to attempt to verify by experimental
data whether state-of-the-art radiation transport codes and models, such as
DOT 111l used by Oak Ridge National Laboratory (ORNL) and the Defence Research
Establishment Ottawa (DREDO) are suitable for predicting radioactive dose and
spectra versus distance for fission nuclear weapons. To accomplish this,
neutron and gamma spectra, tissue kerma, and dose were measured and calcu-
lated at ranges of 100 to 1100 meters from the Army Pulse Radiation
Division's (APRD) reactor at Aberdeen Proving Ground, Maryland. This fast,
unshielded reactor simulates a tactical nuclear burst, and was operated
outdoors at 14 meters above ground.

It was found that APRD measurements were quite close to those predicted by
calculations for total (gamma plus neutrons) kerma. For example, at 170
meter range, the measured kerma was 6.78x10"19 rads per source neutron
while the calculated value was 6.85x10~19. At 1.1 KM range, the measured
value was 1.84x10722 and the calculated value 2.04x10"22 rads per source
neutron.

in terms of fluence and spectra, however, there were significant differences
between calculations and measurements. For example, there was a 30 to 40%
greater measured dose for fast (> 3 MeV) neutrons than was predicted by
calculations at 100 to 400 m. However, improvement was shown at 1.1 KM
where measured exceeded calculated by only 9%.

This effort was accomplished in collaboration with scientists from the DREO,
Canada. Agreement between the US and Canadian measurements was excellent.
APRD uses primarily integral radiation detectors such as ion chambers while
DREO used differential spectrometers. These techniques and the calibrations
involved are quite different. Agreement in the results is therefore note-
worthy.

The present data are also compared to earlier measurements made to a range
of 300 meters by scientists from the Wehrwissenschaftliche Dienststelle,
Munster, Germany. Agreement with these data is also very good.

It is concluded that, within the state of the art, calculated kerma or dose
are close enough to experimental results to consider using existing trans-
port theory codes for typical applications such as dose versus range for
fission nuclear weapons. Caution must be exercised when these codes are
used to determine differential quantities such as neutron or gamma spectra
and fluences.

It is premature to suggest that changes be made to current codes or cross
sections. Further data are required at the larger ranges with better
accuracy and energy resolution, particularly in the energy range below
0.8 MeV. This requirement is currently being investigated.

It is also concluded that agreement between current US, Canadian and
German radiation measurement techniques is excellent. These techniques
can be used with good confidence for experimental tests and other appli-
cations in a simulated tactical nuclear environment.
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1.0 INTRODUCTION

1.1 Technical Objective and Approach

This report summarizes work performed under the Materiel Testing
Directorate's In-House Laboratory Independent Research (ILIR) Program,
Task 9: "Basic Studies in Dosimetry and Spectroscopy at Large Distances
from a Fission Source''.

The technical objective of this task is to provide accurate
experimental benchmark quality neutron and gamma radiation data which can
be used to evaluate theoretical radiation transport models as well as to
characterize a simulated tactical nuclear radiation test environment.

The calculation of the neutron and gamma radiation environment from a
nuclear weapon requires the ability to solve the problem of radiation
transport over an air-ground interface. Such data are basic to all
determinations of radiation shielding and nuclear vulnerability and
survivability. Validation of these models is necessary before the calcu-
lations can be relied upon to provide results upon which military
decisions can be based. There are also many instances in which calcula-
tions by themselves are inadequate and where an accurately characterized
test environment is required. An example of current concern is the
design and evaluation of various liners or shields which can improve the
radiation protection provided by armored vehicles to their crews.

To attain this objective, use is made of the Army Pulse
Radiation Divisions's (APRD) reactor which is a unique facility to
provide such benchmark tests. The APRD reactor is a small bare all-
metal critical assembly which can be readily operated outdoors 1im
above ground to simulate an in-air nuclear weapon burst. The terrain
surrounding the facility, and often times the weather, is typical of
central Europe. Neutron and gamma spectra, kerma and dose are measured
at ranges of 100m to 1.1 Km from the reactor, and compared with radiation
transport calculations.

1.2 Canadian Participation

The present measurements and calculations were made in collab-
oration with Dr. H. Alan Robitaille and his colleques from the Defence
Research Establishment Ottawa (DREO), Canada. In addition, a series of
measurements was also made by Dr. Ross C. Hirning and his collegues,
also from DREO, to determine the LET (Linear Energy Transfer) neutron
and gamma spectra inside an anthropomorphic phantom. The phantom was
positioned at various orientations at 15m from the reactor, and at one
orientation at a range of 170m from the reactor. It is expected that LET
measurements inside a phantom, and in the corresponding free field
position, might result in a technique to determine radiation protection
factors which can be better correlated with radiobiological data.




The above joint measurements were made as a preliminary
implementation of a US/CA Memorandum of Understanding for a Collaborative
Research Project on Radiation Shielding Capabilities of Armored Combat
Vehicles, which is currently in the final stages of ratification. In
addition to the present report, the results of both sets of Canadian
experiments will be reported separately by DREO. Figures 1-4 show the
US and Canadian equipment in place at APRD.

1.3 Measurement Techniques

The APRD measurements made use of tissue equivalent ionization
chambers and Geiger MUller counters to determine total and gamma tissue
kerma (kinetic energy released in matter) res?egtively. These detectors
have been previously described and validated. (! The neutron kerma is
given by the difference between the total and gamma kerma. Differential
spectra as well as particle fluences are obtained with an NE 213 neutron
and gamma spectrometer. APRD also uses gold foils to determine thermal
neutron flux and sulfur pellets to determine the > 3 MeV neutron fluence.

DREO also uses an NE 213 spectrometer, however data reduction
and spectrum unfolding are different from that used by APRD. DREO also
uses a bare and cadmium covered boron trifluoride counter. These data
can be used to obtain a good approximation to the total neutron spectrum
from thermal energies to ~ 10 MeV. A bare boron trifluoride detector
is senstive to thermal and near-thermal (epithermal) neutrons. The
cadmium covered detector is sensitive only to the epithermal neutrons.
The epithermal flux is obtained by assuming that the spectrum below
0.3 MeV has the shape

¢(E) = AE”

The constants A and o are obtained from the measured NE 213
flux at 0.8 MeV and the total epithermal flux given by the boron
trifluoride detector. o is usually close to minus one. That is, as
is to be expected in the present case, the spectra vary approximately
as 1/E.

The DREO calculation is a standard DOT 3 two dimensional
discrete ordinate transport calculation using P3-S6 and analytical first
collison approximations. The calculation models the reactor qround-
over-air interface using an air density of 1.22 g/litre and a hydrogen
concentration in the soil of 4.2x10~2 atoms per barn-cm. The air hydrogen
density was taken as zero. Both the DRED measurements and calculations
are described in detail in reference 7.
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Actual weather conditions at 1250 hours on 15 October 1980,
when the 1.] Km spectrum measurements were made, were: Temperature 16.0°cC,
barometric pressure 1023.3 mb, relative humidity 60%, air density 1.2276
Kg/m?. The sky was clear with broken clouds. Average measured dry soil
density was 1.5 g/cm?. Average water content of soil was 20% by weight.
Typical soil composition is given in Annex C of reference 1.

2.0 DETAILS OF MEASUREMENTS

2.1 Measurement of Total Tissue Kerma and Comparison with Calcu-
lations

Total tissue kerma (Ky) determinations in the range of 100 to
1100m from the reactor are summarized in Table | and compared in Table
Il. Overall agreement is excellent. As noted before, the APRD and DREO
measurements involve very different techniques, so that this agreement
is noteworthy. Agreement of the measurements is also good with two
currently available calculations. Both calculations use the DOT trans-
port theory code and the DLC-31 cross sections (8). Otherwise the
calculations represent two independent models of the APRD reactor air-
over-ground environment. The ORNL calculation was performed by J. Pace
(9). The DREO calculation was performed by Robitaille (7). For this
calculation the measured-to-calculated Ky ratio at 100m is 1.20 while
at 1100m it is 0.80. In between the ratio is very close to unity. The
ORNL calculation shows a measured-to-calculated ratio of 0.86 at 400m.

TABLE 1. TOTAL TISSUE KERMA (Ky) DETERMINATIONS AS A
FUNCTION OF RANGE FROM APRD REACTOR

(Kerma in Rads Per Source Neutron)

Range DREO APRD DREO ORNL

M Measurement Measurement Calculation Calculation
100 2.38x10" 18 2.56x10"'8 2.06x10" '8 2.63x10°'8
170 6.81x10" 12 6.78x10" 19 6.85x10" 12 6.90x10" 12
300 1.06x10" "9 1.14x107"3 i.18x10" "2 1.17x10712
400 3.65x10”20 3.68x10"20 3.79x10"20 4.26x10"20

1100 1.77x10722 1.84x10722 2.04x10722 --- ]
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TABLE (1. COMPARISON OF APRD AND DREO TOTAL TISSUE
KERMA MEASUREMENTS AND CALCULATIONS
DREO Meas AV _Meas AV Meas
Range, M APRD Meas DREO Calc ORNL Calc

100 0.93 1.20 0.94

170 1.00 0.99 0.98

300 0.93 0.93 0.94

400 0.99 0.97 0.86

1100 0.96 0.80 -—--

AV RATIO: 0.96 0.98 0.93
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2.2 Neutron Kerma Determinations

Neutron kerma determinations are summarized in Table [Il. The
DREO determinations are based on the NE 213 and BFy; measurements dis-
cussed previously. The APRD measurements listed in Table 1l are
obtained by taking the difference between a KT ion chamber measurement
and a gamma kerma Kg measurement obtained with a fheiger counter. The
one exception is the 400m data point for which the Kg was determined
with an air equivalent ion chamber. The APRD thermal energy range data
are based on gold foil activation. As summarized in reference (1),
APRD has also made a number of Ky measurements using proton recoil and
NE 213 spectroscopy. These are generally in qood agreement with the
data of Table I11.

In Table 111, the fast neutron energy range corresponds to the
range mcasured with NE 213, which is - 550 keV. The thermal energy
ranges corresponds to - 0.414 ev. The rest is the epithermal range.

The WWD data are the NE 213 measurements made by Sch3nzler
and his group as reported in reference (1). Overall agreement is
reasonable. Thus at 170m the average fast neutron kerma is (4.34 ¢
15%) 10°19 rads per source neutron. The ratios of the measured NDREO
to APRD thermal and total neutron kerma are given in Table IV. Agree-
ment is satisfactory. A comparison between measured and calculated
values is given in Table V. The DREO 100m calculated point appears
low, and at the larger ranges the calculations appear to be systematically
slightly high. At 1100m the measured thermal neutron dose is less than
half of the calculated value. Overall, there is satisfactory agreement
among all these measurements and calculations.

2.3 Gamma Kerma Determinations

Gamma kerma measurements and calculations are summarized in
Table VI. Both the DREDO and WWD data are obtained with NE 213 spectro-
meters, using however different data reduction techniques. Agreement is
excellent. The APRD data are obtained with a Geiger Muller counter,
except for the 4OOm value which is obtained from an air equivalent
ionization chamber. Agreement is very good with the NE 213 data except
at 1100m where the APRD value is 12% higher. This APRD measurement at
1100m is not very accurate mainly due to poor counting statistics of
the Geiger counter.

Agreement between the two sets of calculations, and between
the calculations and the measurements, is reasonable but not as good
as was the case with total and neutron kerma. This is probably due
at least in part to the influence of different ground and air compo-
sition on the production of capture gamma rays. Overall, agreement is
acceptable.

t Y
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TABLE 111. NEUTRON KERMA (Ky) DETERMINATIONS
(Kerma in Rads Per Source Neutron)
Range DREC APRD wwb DREO ORNL
M Measurement Measurement Measurement Calculated Calculated
100 Thermal 7.73x10235  7.9x107%! 6.22x10 73
Epithermal 6.36x10_‘8 .18 35x10_, 38
Fast l.35x10_|8 -18 1.72x10 1.27x10 18 -18
TOTAL 2.00x10 2.2L4x10 1.71x10 2.17x10
170 Thermal 2.7910730 2.6x lo:f; 2.80x|o:f;
Epithermal l.83x10_]9 1.99x10_, g 19 l.60x10_'9
Fast 3.6hx10_19 ’4.92x10_|9 L. 46x10 4.12x10_19 -19
- TOTAL 5.49x10 5.53x10 5.75x10 5.51x10
300 Thermal 6.63x10722 6.7 x10722 5.78x10 22
Epithermal  2.60x1050 19 2-79x10_50
Fast 5.07x10_5 0 .0 6:31x10 6.78x|0_20 -20
TOTAL 7.73x10 8.75x10 9.62x10 9.54x10
400 Thermal 2.32x10°22 2.1 x10722 2.21x10.22
Epithermal  8.78x10_5 . 8.82x|0_20
Fast 1.65x10_5 0 -20 2.04x10 20 -20
TOTAL 2.55x10 2.64x10 2.94x10 3.11x10
1100 Thermal 7.05x10_22 |.77xl0:§;
Epithermal  3.35x10_53 3.9l+x|0_23
Fast 5.88x10_23 -23 7.22x10 55
TOTAL 9.30x10 8.27x10 1.13x10
13
\
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TABLE V.

Range, M

100
170
300
400
1100

TABLE V.

Range, M

100
170
300
Loo
1100

RATI0S OF MEASURED DREO-TO-APRD THERMAL
AND TOTAL NEUTRON KERMA

DREO/APRD DREO/APRD
_Thermal | __Total

0.98 0.89

1.07 0.99

0.99 0.88

1.10 0.97
stadlll LS V-

AV: 1.0k 0.97

6% £10%,

RATIOS OF AVERAGE MEASURED TOTAL HEUTRON
KERMA TO CALCULATIONS

Measured Measured

DREO Calc. ORNL Calc.
1.24 0.98
0.96 1.00
0.86 0.86
0.88 0.84
0.78 -———

14
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TABLE VI. GAMMA KERMA (Kg) DETERMINATIONS

(Kerma in Rads per Source Neutron)

Range DREO APRD WWD DREO ORNL
M Measurement Measurement Measurement Calculated Calculated
100 3.84x107'7  3.23x107'9  3.89x107'%  3.50x107'7  4.61x107!9
170 1.32x107'7 r2sx107'? 13wxa0”'? 10x007'? 1.39x10719
300 2.87x10720  2.60x1072%  2.67x1072%  2.20x10720 2. 1ux10720
500 1.10x1072% 1 .oux10720 --- 8.47x10721 1 .15x10720

1100 8.39x10°23  1.01x107%2 . 9.02x10"23 ---




2.4 Spectrum and Fluence Measurements

Annex A lists the differential neutron and gamma spectra measured
by DREO at 100 to 1100 meters range. An APRD neutron spectrum measurement
made on 24 November 1980 at 170m range is listed in Table VII. This
spectrum is based, similarly to the DREO data, on NC€ 213 above ~.800 keV
and on BF; data for th8 epithermal enerqy range. The total number of
particles of 8.70xlo" neutrons per source neutron aqrees with the
DREO value of 8.68x10°10 (Table A3). As seen from the DREO/APRD ratio
shown in Table VII, the shape of the two spectral determinations varies
with DREO being higher at the higher energies, where statistics are
poor, to somewhat lower at middle enerqies where most of the neutrons

are.

The > 3 MeV neutron fluence can be obtained from both NE 213
spectrometer data or from sulfur peliet activation. _ 3 MeV data are
compared in Table VIlII. Two sets of sulfur measurements using 2.5k

and 5.08 cm diameter pellets were made by APRD in September 1980. An
earlier measurement was made in 1978. German WWD measurements are qiven
in reference ( ). Note the very good agreement between the Canadian
and the German measurements. Although both groups use NE 213, the
analysis and data treatment is quite different. The overall agreement
of all measurements is quite good. It is well within $15%. The agree-
ment between the two sets of > 3 MeV fluence calculations is good,
however both calculations are well below the average measured values.
This discrepancy does not increase with increasing range. Indeed, at
1.1 KM agreement between the measured and calculated DREQ values is
good.

3.0 CONCLUSIONS

The present measurements have demonstrated that good quality neutron
and gamma spectrum and kerma measurements can be made to as far as 1.1 KM
from a fission source. At this distance, simulation of an actual tactical
nuclear environment is very good. Also, this presents a good case for f
comparison with calculations.

The approximate method to determine the epithermal neutron spectrum,
as developed by DREO, appears to be satisfactory for the present con-
ditions and is useful to determine quantities such as mid head dose which
show a significant response in the epithermal energy range.

Further work is required to obtain good Geiger Miller counter data
at 1.1 KM. The presently used counters are small and have poor statistics.
Further work is also required to better correlate soil and weather data
with the radiation measurements. Present indications are that effects
can be significant, but the available data are inconclusive.

— e



TABLE VII. APRD MEASURED NEUTRON SPECTRUM AT 170M

. Particles per Group DREO/APRD
Group " PEVAE Group Ratio
1-7 0 ---
8 8.13-14 1.06
9 1.48-13 1.48
10 2,65-13 1.23
A 3.82-13 1.23
12 1.00-12 1.30
13 3.31-12 1.29
- 14 1.03-12 1.18
15 3.86-12 1.05
16 8.36-12 1.21
17 1.42-11 0.91
18 2.56-12 0.93
19 1.87-11 0.86
20 3.84-11 0.83
21 6.16-11 0.81
22 8.94-11 0.95
23 2.54-11 0.88
24 4.94-11 0.92
25 4.57-11 0.93
26 7.51-12 0.90
27 4.19-11 0.95
28 5.40-11 1.01
29 4.37-1 1.00
30 3.07-11 1.02
31 5.42-11 1.18
32 3.58-11 1.12
33 2.62-11 1.1
34 2.82-11 1.17
35 2.06-11 1.16
36 1.87-11 1.18
37 lJbS-IO 1.02
SUM 8.70-10 1.00
Energy group structure as given in reference 8.
17
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Agreement between calculations and measurements are good in terms
of kerma. Significant discrepancies can occur when comparisons are
made in terms of fluence and spectra. Presently available results show
30 to 40% more measured than calculated fast (-3MeV) neutron fluence at
100 to 400m. However, this discrepancy does not necessarily get worse
with range: At 1.1 KM the measured fast fluence agrees with the sinale
calculated value within 9%2. While this gqood agreement could be fortuitous,
it does show that both measurements and calculations are on the whole
reasonable. In summary, state-of-the-art experimental and theoretical
radiation transport methods can be satisfactory enough so that they can
be used as required for specific applications.
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ANNEX A

DREO MEASURED NEUTRON AND GAMMA SPECTRA AT 100, 170, 300, 400 AND 1100M

(A1) Data Normalized Per Source Neutron)




TABLE Al.

Group *

W RN W~

SUM

NEUTRON SPECTRUM AT 100M

Particles/Group £ * PHI (E)
0.0000 0.0000
0.0000 0.0000
0.0000 0.0000
0.0000 0.0000
0.0000 0.0000
0.0000 0.0000
0.0000 0.0000
3.4838€E-13 3.3383E-12
7.1144E-13 7.1272E-12
1.3244E-12 1.3264D-11
1.8339E-12 1.8324E-11
L h1e-12 2.9474E-11
1.5975€E-11 6.3964E-11
4.8405E-12 9.3788E-11
1.5697E-11 1.0594€-10
L. 09L9E-11 1.3573€-10
L. 7551E-11 2.0616E-10
8.5972E-12 2.5252E-19
5.8160E-11 2.4969E-10
1.1970€-10 2.3942€-10
1.8109€-10 2.9436E-10
2.9995E-10 2.4ob47€E-10
7.7463E-)) 2.1940E-10
1.5434E-10 2.0613e-10
1.4197€E-10 1.8931€-10
2.239L4E-11 1.8006E-10
1.2926E-10 1.7136€E-10
1.7305E-10 1.5407€-10
1.3471E-10 1.3665E-10
9.4959€E-11 1.2366E-10
1.8761E-10 1.0733€-10
1.1288E-10 9.0460E-10
7.9367€-11 7.9602E-11
8.7721e-11 7.0074LE-1]
6.14176-11 6.1652E-11
5.5254E-11 5.5028€-11
L 1065E-10 3.8627€-11
2.7242E-09

Energy group structure as given in reference 8.
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TABLE A2. GAMMA SPECTRUM AT 100M

Group * Particles/Group E = PHI (F)
1 0.0000 0.0000
2 0.0000 0.0000
3 1.0806E-11 8.0925E-11
4 1.3946E-11 9.0472E-11
5 1.5054E-11 8.2567E-11
6 1.9684E-11 8.8214E-1n
7 2.7506E-11 9.5612E-11
8 1.9690E-11 1 .0800E-10
9 5.3116E-11 2.3803E-10
10 6.6243E-11 2.3026E-10
1 6.8889E-11 1.6990E-10
4 12 5.5377e-11 1.5526€E-10
13 1.0607E-10 2.4007E-10
14 1.2145E-10 Z.9954E-10
SUM: 5.7784E-10

Energy group structure as given in reference 8.




TABLE A3. NEUTRON SPECTRUM AT 170M

Group Particles/Group E * PHI (E)

: ] 0.0000 0.0000
; 2 0.0000 0.0000
i 3 0.0000 0.0000
4 0.0000 0.0000
5 0.0000 0.0000
; 6 0.0000 0.0000
i 7 0.0000 0.0000

; 8 8.6476E-14 8.2862E-13

. 9 2.1929€-13 2.1969E-12

10 3.2681E-13 3.2729€-12

11 L.6950E-13 L.6911E-12

12 1.2986E-12 8.6766E-12

13 L.2614E-12 1.7063E-11

14 1.2166E-12 2.3573E-11

15 L.0710E-12 2.7476E-11

16 1.0103E-11 3.3486E-11

17 1.2961E-11 5.6194E-1"

18 2.3930E-12 7.0288€-1)

19 1.5975€-11 6.8583E-11

20 3.2038E-11 6.4082E-11

21 5.0054E-11 8.1364E-11

22 8.5039E-11 6.8178E-11

23 2.2438g-11 €.3553€-11

24 4,5358E-11 6.0580E-11

25 L, 2560E-11 5.6748E-11

26 6.7918€-12 5.4615E-11

27 3.9657E-11 5.2572E-11

28 5. 4418€-11 L 8450€E-11

f 29 4.3562E-11 L 1189E-11

30 3.1430E-11 4,0931E-11

31 6.4161E-11 3.6707E-11

32 L.0176E-11 3.2197€-11

33 2.9103€E-11 2.9189€-11

34 3.3133E-11 2.6468E-11

35 2.3901E-11 2.3992€-11

36 2.2078E-11 2.1988E-11

37 1.4836E-10 1.3955E-11

SUM: 8.6764E-10




Group

O O~ VU SN

TABLE Ab.

SUM:

GAMMA SPECTRUM AT 170M

Particles/Group

.0000

.0000

.5263E-12
L9172E-12
.3699E-12
.8191E-12
.2258E-12
.2952E-12
.8719€-11
.3074E-1]
.1528E-11
L7767E-11
.5780E-11
.2194E-11

~Nwv W OO

W — NN~ WY

1.9622E-10

A-5

.E__il:

PHt (E)

0.0000
0.0000
2.6406E-11
3.1899E-11
2.9453E-1)
3.5040E-1]
3.
3
8
8
5
I
8
|

20693E-11

.4528E-11
.3880E-11
.0205€E-11
.3N95E-11
.9614E-11
.0980E-11
.0L06E-10
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TABLE A5.

SUM:

NEUTRON SPECTRUM AT

Particles/Group

LHJ:'J’?G\\J'I\J—-U'I\JmO\—‘O\O\W—'O\DN\N—-'—'U'INC\-—'CO-PW—-OOOOOOO

.0000

.0000

.0000

. 0000

.0000

.0000

.0000

.3261E-14
.4953E-14
L607LE-14
.2794E-14
.9060E-13
.6619E-13
.0886E-13
.1913E-13
.3048E-12
.8942E-12
.5494E-13
.3657E-12
.2756E-12
.7778E-12
.1888E-11
.2127E~12
.6006E-12
.3324E-12
.0239E-12
.0559E-12
.G5h33E-~12
.0564E-12
.2255E-12
.1067E-11
.2L67E-12
L4275€E-12
.3877€-12
.7643E-12
.5334E-12
.5186E-11

.4929€-10

300M

.G016E-13
L6143E-13
.2725E-13
.2735E-12
L6674E-12
.0L68E-12
.5037E-12
.3249€E-12
.2125E-12
.0425E-11
.0156E-11
.G5]19E~12
L1017E-11
.5304E-12
.0995E-12
.8159E-12
EL36E-12
.2332E-1"
.0280F 1 2
.6083E-i2
.1579E-12
.8052E-12
.3318E-12
.8074E-12
.4435E-12
.1027E-12
.7825€-12
.S149E-12
.3097e-12




TABLE A6. GAMMA SPECTRUM AT 300M

Group Particles/Group E * PH! (E)
1 0.0000 0.0000
2 0.0000 0.0000
3 9.2520E-13 6.9287€-12
4 9.8241E-13 6.3731E-12
5 1.2539€-12 6.8775€-12
6 1.8073E-12 8.0992£-12
7 1.8201E-12 6.3268E-12
8 1.3483E-12 7.3951E-12
9 L.6257E-12 2.0730E-11
10 5.1477e-12 1.7894E-11
11 Laa72e-12 1.0287€-11
12 3.2336E-12 9.0659E-12
13 7.1659€-12 1.6218E~-11
14 8.5296E-12 2.1037e-11

SUM: L.o1011E-11
1
A-7
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TABLE A7. NEUTRON SPECTRUM AT LOOM

Group Particles/Group E * PHI (E)
1 0.0000 0.0000
2 0.0000 0.0000
3 0.0000 0.0000
4 0.0000 0.0000
5 0.0000 0.0000
6 0.0000 0.0000
7 0.0000 0.0000
8 8.4996E-15 8. 144SE-14
t' 9 1.1479E-14 }.)1500E-13
10 1.7346E~14 1.7372€-13
1 2.7654E-14 2.7631E-13
12 7.2055E-14 L 8145€-13
13 2.3614E-13 9.4551E-13
14 6.1466E-14 1.1909E-12
15 1.5464E-13 1.0437€-12
16 3.8924E-13 1.2902E-12
17 6.2990E-13 2.7310E-12
18 1.1863E~13 3.4845€-12
19 7.6770E-13 3.2958E-12
20 1.3749E-12 2.7501E-12
21 2.2380E-12 3.6379E-12
22 3.9816E-12 3.1921E-12
23 1.0879€E-12 3.0812E-12
24 2.2518€-12 3.0075E-12
25 2.1823E-12 2.9099E-12
26 3.5495E-13 2.8542E-12
27 2.1120E-12 2.7997E-12
28 3.0174€E-12 2.6865E-12
29 2.6282E-12 2.56L46E-12
30 1.8946E-12 2. 4674E-12
3 L.0812E-12 2.3349€E-12
32 2.7272E-12 2.1856E-12
33 2.0740E-12 2.0801E-12
34 2.4783€E-12 1.9797e-12
35 1.8769E-12 1.8841E-12
36 1.8103E~12 1.8029€-12
37 1.23b41E-11 1.1609E-12
SUM: 5.2907€E-11

A-8




TABLE AB. GAMMA SPECTRUM AT 400M

Group Particles/Group E * PHI (E)
| 0.0000 0.000n
2 0.0000 0.0000

3 3.7951€-13 2.8421€-12

4 3.7357€e-13 2.4234€E-12

5 5.5050€-13 3.0194E-12

6 6.8073E-13 3.0506E-12

7 7.2600E-13 2.5236E-~12

8 5.1534€E-13 2.8266E-12

9 1.8648E-12 8.3570E-12

10 1.5476E-12 5.3795€E-~12

3 11 1.4238E-12 3.5115€E-12

12 1.1306E-12 3.1697€-12

13 2.6939E-12 6.0972E~12

14 3.1111E-12 7.6729€-~12 i
SUM: 1.4997E-11

A-9




TABLE A9. NEUTRON SPECTRUM AT 1100M
:
Group Particles/Group € = PHI (E)
) 0.0000 0.0000
2 0.0000 0.0000
3 0.0000 0.0000
4 0.0000 0.0000
5 0.0000 0.0000
6 0.0000 0.0000
7 0.0000 0.0000
8 3. 14B2E-17 3.01676-16
- 9 5.5564E-17 5.5654E-16
10 3.6175€E-17 3.6229E-16
1 8.8060E-17 8.7987E-16
12 2.3342E-16 1.5597E-15
13 8.9029€E-16 3.5647E-15
14 2.8512€E-16 6.5244E-15
15 6.0965E-16 Lo1ih7E-1S
! 16 }.0376E-15 3.4392E-15
17 2.0630E-15 8.9442E-15
18 L4.5975E-16 1.3504E-14
19 2.9161E-15 1.2519E-14
20 5.0392e-15 1.0079E-14
21 8.2786E-15 1.3457€-14
22 1.4990E-14 1.2018€-14
23 L. 1603E-15 1.1783E-14
24 8.7040E-15 1.1625E-14
25 8.5595E-15 1.1413E-14
3 26 1.4OL2E-15 1.1291E-14
27 8.4260E-15 1.1170E-14
28 1.2260E-14 1.0915E-14
29 1.0485E-14 1.0636E-14
30 7.9931€-15 1.04L09E-14
31 1.7642E-14 1.0099E-14
32 1.2139E-14 9.7282E-15
33 9.4355€-15 9.4634E-15
34 1.1524E-14 9.2057E-15
35 8.9207E-15 8.9548E-15
36 8.7734E-15 8.7375E-15
37 3.7519E-14 3.5198E-15
SUM: 2.0486€E-13
s
A-10
1




TABLE A10. GAMMA SPECTRUM AT 1100M

Group Particles/Group E * PHI (E)
1 0.0000 0.0000
2 0.0000 0.0000
3 1.5251€E~15 1.1422E-14
b 3.0715€-15 1.9925€-14
5 5.9599E~15 3.2689€-14
6 7.3452E-15 3.2917E-)4
7 6.5805E~15 2.2874E-14
8 3.8668E~15 2.1209E-14
9 8.4719€-15 3.7966E-14
1 10 9,1278€-15 3.1729E-14
1 1.0744E~14 2.6L498E-14
12 8.7471€-15 2. 452414
13 1.8561E-14 L 2000E-1h
14 2.1236E-14 5.2373€-14
SUM: 1.0524E-13
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reactor at Aberdeen Proving Ground, Maryland. This fast, unshielded reactor
simulates a tactical nuclear burst, and was operated outdoors at 14 meters
above ground.

It was found that APRD measurements were quite close to those predicted by
calculations for total (gamma plus neutrons) kerma. For example, at 170 meter
range, the measured kerma was 6.78x10°19 rads per source neutron while the
calculated value was 6.85x10']9. At 1.1 KM range, the measured value was
1.84x10°22 and the calculated value 2.04x10722 rads Dzr source neutron.

In terms of fluence and spectra, however, there were significant differences
between calculations and measurements. . For example, there was a 30 to L0?%
greater measured dose for fast (> 3 MeV)“oeutrons than was predicted by calcu-
lations at 100 to 40O m. However, improvement was shown at 1.1 KM where
measured exceeded calculated by only 9%.

This effort was accomplished in collaboration with scientists from the DREO,
Canada. Agreement between the US and Canadian measurements was excellent.

APRD uses primarily integral radiation detectors such as ion chambers while
DREQ used differential spectrometers. These techniques and the calibrations
involved are quite different. Agreement in the results is therefore noteworthy.

The present data are also compared to earlier measurements made to a range of
300 meters by scientists from the Wehrwissenschaftliche Dienststelle, Munster,
Germany. Agreement with these data is also very good. 3

It is concluded that, within the state of the art, calculated kerma or dose

are close enough to experimental results to consider using existing transport
theory codes for typical applications such as dose versus range for fission
nuclear weapons. Caution must be exercised when these codes are used to
determine differential quantities such as neutron or gamma spectra and fluences.

It is premature to suggest that changes be made to current codes or cross
sections. Further data are required at the larger ranges with better accuracy
and energy resolution, particularly in the energy range below 0.8 MeV. This
requirement is currently being investigated.

It is also concluded that agreement between current US, Canadian and German
radiation measurement techniques is excellent. These techniques can be used
with good confidence for experimental tests and other applications in a
simulated tactical nuclear environment.

22 Unclassified
SECURITY CLASSIFICATION OF THIS PAGE(WNhen Date Entered)




DISTRIBUTION LIST

No. of
e Addressee Cogies

Commander

US Army Test and fvaluation Conmand

ATTN: DRSTE-SG-A ]
Aberdeen Proving Ground, MD 21005

Commander

US Army Harry Diamond Laboratonricee

ATTN: DELHD-NT, J. Guwaltney 653
2800 Powder Mill Road

Adel

phi, MD 20733

Commander
US Army Materic! Developront
and Readiness Command
ATTN: DRCDMD-ST 1

5001

DRC IRD-C :
DRCDMD (Asst Deputy, Int'l RD&S) 1
Eisenhower Avenue

Alexandria, VA 22333

DQDA (DAMA-PPM-T) |
Washington, DC 20310

DQDA (DALO-SMY) ]
Washington, DC 20310

Commander
US Army Aberdeen Proving Ground
ATTN: STEAP-MT-X ]

STEAP-MT-R 10

Aberdeen Proving Ground, MD 21005

a.

One copy to: Dr. Ludwig Schanzler
Wehrwissenschaftliche Dienststelle Der Bundeswehr
Fur ABC-Schutz
3042 Munster, Germany

Two copies to: Etablissement Technique Central De L'Armement
ATTENTION: Colonel Piquemal
M. J. Laugier
94114 Arcuil Cedex, France

One copy to: Colonel Amat
Delegation Generale Pour L'Armement
Bureau Dret/ SDA. NBC 26
Bd Victor, 75996 Paris Armees, France

23




Addressee

Commander

Defense Documentation Center for
Scientific and Technical iInformation

ATTN: Document Service Center (DDC~TCA)

Alexandria, VA 22314

Commander

Foreign Science and Technology Center
ATTN: DRXST-FMO

220 Seventh St, N.E.

Charlottesville, VA 22901

Commander

US Army White Sands Missile Range
ATTN: STEWS-TE-N, Dr. J. L. Meason
White Sands Missile Range, N.M. 88002

Oirector
US Army Nuclear and Chemical Agency
ATTN: MONA-WE

MONA-Z8, C. N. Davidson
7600 Backiick Road, Building 2073
Springfieid, VA 22150

Director

US Army Ballistic Research Laboratory

ATTN: DRDAR-BLV-REB, O. Rigotti
DRDAR-BLV-REB, Dr. A, E. Rainis
DARDAR-TSB-S

Aberdeen Proving Ground, MD 21005

Director

US Army Materiel Systems Analysis Activity
ATTN: DRXSY-GA

Aberdeen Proving Ground, MD 21005

Director

Armed Forces Radiobiology Research Institute
Building 42, NNMC

Bethesda, MD 20014

Headquarters
US Army Combat Surveillance
and Target Acquisition Laboratory
ATTN: DELCS-K, Dr. A. Cohen
fort Monmouth, NJ 07703

2h

No. of
Copies




Addressee

Director
Defense Nuclear Agency
ATTN: Dr. Oswald

RATN, Dr. D. Auton
Washington, DC 20305

Director
Los Alamos Scientific Laboratory
P.0. Box 1663

Los Alamos, N.M 87544

DNA Information and Analysis Center
TEMPO., General Electric Company

816 State Street

Santa Barbara, CA 93102

University of California
Lawrence Livermore Laboratory
ATTN: Mr. E. Farley

Mr. Loewe
P.0. Box 808
Livermore, CA 94550

Oak Ridge National Laboratory
ATTN: Dr. J. Pace |11

Or. D. K. Trubey

Dr. L. Holland
Oak Ridge. TN 37830

Science Applications, Inc.
ATTN: Dr. W. Scott

P.0. Box 2361

La Jolla, CA 92038

National Bureau of Standards Center for
Radiation Research
ATTN: Mr. D. Mcharry
Dr. C. Eisenhower
Washington, DC 20234

No. of
Copies




No. of

Addressee Copies
Science Applications, Inc.
ATTN: Dr. Dean C. Kaul i
1701 E. Woodfield Road
Sujte 819
Schaumburg, 1L 60195
RDA Inc
ATTN: Or. J. Markhum
46LO Admiralty Way )
Marina del Ray, CA 9029}
Commander
US Armv Aberdeen Proving Ground
ATTN:  STEAP-MT-M 1
STEAP-MT-D 1

Aberdeen Proving Ground, MD 21605

26

A it sttt i B 4\ s e e b e et







